
 

  

Display Device: 5.5
Power Voltage: DC 12V±0.5/24V±0.5
Power Con
Normal Working Temperature: 
Image Resolution: >=420 TV Lines
Geometry distortion: <=3%
Un-linear distortion: H<=12%, V<=8%
Contrast: >60%
Anti-vibration Capability: 5G
Outer Dimensions
Weight: 1.83kg
Audio/Video input and output via RCA jacks
 

Display Device: 5.5
Power Voltage: DC 12V±0.5/24V±0.5
Power Consumption: 12V input>=7.5W, 24V input>=10W
Normal Working Temperature: 
Image Resolution: >=420 TV Lines
Geometry distortion: <=3%

linear distortion: H<=12%, V<=8%
Contrast: >60% 

vibration Capability: 5G
Outer Dimensions
Weight: 1.83kg 
Audio/Video input and output via RCA jacks

Replace Those Aging
CRTs

Used For Years.

Includes 1 Camera CAM

MONITOR
Display Device: 5.5"  CRT 
Power Voltage: DC 12V±0.5/24V±0.5

sumption: 12V input>=7.5W, 24V input>=10W
Normal Working Temperature: 
Image Resolution: >=420 TV Lines
Geometry distortion: <=3%

linear distortion: H<=12%, V<=8%

vibration Capability: 5G
Outer Dimensions: 177mm

Audio/Video input and output via RCA jacks

System 
quality B&W infrared wide
camera with microphone, and a 

 

Sized To
Replace Those Aging

s That Have Been 
Used For Years.

2 Camera Capability
Includes 1 Camera CAM

MONITOR 
 

Power Voltage: DC 12V±0.5/24V±0.5
sumption: 12V input>=7.5W, 24V input>=10W

Normal Working Temperature: -15°~+55°
Image Resolution: >=420 TV Lines 
Geometry distortion: <=3% 

linear distortion: H<=12%, V<=8%

vibration Capability: 5G 
: 177mm*122mm*191mm

Audio/Video input and output via RCA jacks

System SYS-32
quality B&W infrared wide
camera with microphone, and a 

65 ft . (20m.) cable.

Great System!
Great Price!

Sized To 
Replace Those Aging

That Have Been 
Used For Years.

Camera Capability
Includes 1 Camera CAM

Power Voltage: DC 12V±0.5/24V±0.5 
sumption: 12V input>=7.5W, 24V input>=10W

15°~+55°  

linear distortion: H<=12%, V<=8% 

*122mm*191mm 

Audio/Video input and output via RCA jacks 

325 includes 1 high 
quality B&W infrared wide
camera with microphone, and a 

. (20m.) cable.

Great System!
Great Price!  

Replace Those Aging 
That Have Been  

Used For Years. 

Camera Capability 
Includes 1 Camera CAM-313B 

sumption: 12V input>=7.5W, 24V input>=10W

includes 1 high 
quality B&W infrared wide -angle 
camera with microphone, and a 

. (20m.) cable.  

Great System!  
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PART # 
SYS-32

sumption: 12V input>=7.5W, 24V input>=10W 

includes 1 high 
angle 

camera with microphone, and a 
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PART #  
325 


