
 

System SYS
includes a standard 65
single high quality 
system can be upgraded to a 3
This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high
televisions), on
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
features

Display component: 7" 
Audio output: 1W 
Speaker: one 4.0cm round 
Power supply: (
Power consumption: about 12W 
Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
198mm(W) x 138mm(H) x 31mm(T) with back shield 
Dot pitch: 0.
Resolution: 480 x 3(RGB) x 234 
Contrast: 300:1 
Brightness: 350cd/m² 
Viewing angle: U: 40 / D: 60, R/L: 60 
Operating temperature: 
Storage temperature: 
 
 

 

System SYS -323-1
includes a standard 65
single high quality 
system can be upgraded to a 3
This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high
televisions), on -screen c
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
features  
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y component: 7" 

Audio output: 1W  
peaker: one 4.0cm round 

Power supply: (12-32V) 
Power consumption: about 12W 
Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
198mm(W) x 138mm(H) x 31mm(T) with back shield 
Dot pitch: 0.107(H) x 0.370(V) 
Resolution: 480 x 3(RGB) x 234 
Contrast: 300:1  
Brightness: 350cd/m² 
Viewing angle: U: 40 / D: 60, R/L: 60 
Operating temperature: 
Storage temperature: 

1-4 is a top
includes a standard 65 -foot (20m.) cable. This system comes standard with a 
single high quality COLOR to automatic B&W infrared wide
system can be upgraded to a 3
This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high

screen c alendar, operates in multi
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
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y component: 7" LCD monitor 

peaker: one 4.0cm round  
32V)  

Power consumption: about 12W 
Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
198mm(W) x 138mm(H) x 31mm(T) with back shield 

107(H) x 0.370(V)  
Resolution: 480 x 3(RGB) x 234  

Brightness: 350cd/m²  
Viewing angle: U: 40 / D: 60, R/L: 60 
Operating temperature: -20~+70°C, RH90% 
Storage temperature: -30~+80°C, RH90% 

4 is a top -quality 7 ” Flat Panel, cabled system, which 
foot (20m.) cable. This system comes standard with a 

to automatic B&W infrared wide
system can be upgraded to a 3 -camera system by adding an optional cam
This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high

alendar, operates in multi
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
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LCD monitor  

Power consumption: about 12W  
Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
198mm(W) x 138mm(H) x 31mm(T) with back shield 

 

Viewing angle: U: 40 / D: 60, R/L: 60  
20~+70°C, RH90%  

30~+80°C, RH90%  

Includes 1CAM

” Flat Panel, cabled system, which 
foot (20m.) cable. This system comes standard with a 

to automatic B&W infrared wide
camera system by adding an optional cam

This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high

alendar, operates in multi
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
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Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
198mm(W) x 138mm(H) x 31mm(T) with back shield  
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OBSERVATION SYSTEM

4-Camera Capability
Includes 1CAM

Color Camera

” Flat Panel, cabled system, which 
foot (20m.) cable. This system comes standard with a 

to automatic B&W infrared wide
camera system by adding an optional cam

This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high

alendar, operates in multi -national languages and 
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 

7" LCD Monitor

Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield; 
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HIGH TECH VEHICLE
OBSERVATION SYSTEM

Camera Capability 
Includes 1CAM-313C 

Color Camera 

” Flat Panel, cabled system, which 
foot (20m.) cable. This system comes standard with a 

to automatic B&W infrared wide -angle camera. This 
camera system by adding an optional cam

This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high

national languages and 
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 

7" LCD Monitor  

Outer dimensions: 182mm(W) x 122mm(H) x 26(T) without back shield;  
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HIGH TECH VEHICLE
OBSERVATION SYSTEM

 
313C  PART # 

SYS

16

” Flat Panel, cabled system, which 
foot (20m.) cable. This system comes standard with a 

angle camera. This 
camera system by adding an optional cam era.  

This system has professional driving features unmat ched in the industry: 
vertical screen flip for precise backing, horizonta l screen flip, 5 highly 
adjustable screen views (adjustable in increments o f 1, similar to high -line 

national languages and 
sleep timer.  System even has an easy to use IR rem ote to operate all monitor 
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HIGH TECH VEHICLE
OBSERVATION SYSTEM

PART #  
SYS-323-1-4 

 

16

angle camera. This 
era.  
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HIGH TECH VEHICLE 
OBSERVATION SYSTEM 

 


